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1. UVOD

pMMeter je aplikacija namjenjena direktnoj komunikaciji sa brojilima elektricne energije koja
podrzava DLMS standard. Aplikacija je jednostavna za upotrebu i ne zahtjeva dublje
poznavanje DLMS standarda. Koristi se za ocitavanje ili paremtrizaciju brojila blizinski
(preko opticke sonde) ili daljinski.Podaci o¢itani kroz ovu aplikaciju se ne upisuju u bazu.

Postavljanjem odgovaraju¢ih parametara u aplikaciji, sa brojilom se moze uspostaviti
komunikacija preko:

e GPRS mreze,
e GSM mreze,
e PLC (DCSK ili SFSK) mreze,
e Preko serijske veze (ovo ukljucuje RS232 ili RS 485 ili opticki kabal....).
Kada se uspostavi komunikacija sa brojilom moguce je :
- Ocitavati brojilo
e (citavanje sata,
e (citavanje stanja na sigurnosnim prekida¢ama (otvoren poklopac),
e (citavanje tarifne tabele,

e QOcitavanje svih vrsta energije (aktivna, reaktivna- po svim kvadrantima,ukupna
ili po tarifama),

e Ocitavanje svih vrsta snaga (trenutna,maksimalna,prosjecna, ukupna ili po
tarifama),

e (citavanje arhiva za naplatu,
e Ocitavanje petnaestominutnog profila opterecenja,
e Ocitavanje dnevnika dogadaja,

e Ocitavanje parametara za kvalitet mreze (struja, napon, THD za struju i napon,
faktor snage, frekvencija napona napajanja).

- Parametrizovati brojilo
e Parametrizacija sata (vrijeme,zona, kada pocinje zimsko a kada ljetno vrijeme,...),
e Parametrizacija svih parametara tarifnog profila,

e Napredne parametrizacije (za potrebe konfiguracije brojila od strane
proizvodaca).

- lzvrSavati neke akcije
¢ Resetovanje maksimalne snage
e Resetovanje sigurnosnih prekidaca

e I[sklju¢ivanje potrosaca
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2. Korisnicki interfejs
Nakon pokretanja puMeter aplikacije pojavi se prozor pMeter koji se sastoji od slede¢ih
elemenata:

1. Glavni meni
2. Stablo za preglede

3. Prozor za LOG komunikacije
4. Statusna traka

5. Prostor za interfejse klasa

pMeter

1 Basic | Advanced

=] B MEL1070712000017
=3

] Clock | - 5
B 0 Serol Table 2 Clock

-5 Special_Dayz_Table
IHB Activity_Calendar
-5 Renister_Activation
- Single_action_Schedule
Iﬂ 5 Limiter

-5 Profile_Generic

-5 IEC_HDLE Setup
&5 MBUS_Master_Port_Setup 10/07/2013 15:18:38 3| 7 wite sstem Time Read Succes
B SFSK_PhybMAL_setup

EB 5-FSK_Active_initiator

-5 5-F5K MAL synchronisation timeouts
EB 5-F5K MAL counters Diference form system time (days/hours/minutes/seconds]:
-5 IEC_F1334-4-32_LLE_setup
EB S-FSE_reporting_spstem_list
B AssociationlN

IHB SAP Azsignment

-5 Data

E!B Securty_setup_class

Iﬂ 5 Image_Transfer

-5 Disconnect_Control

-5 Register

B MBUS_Client

EB Demand Fegister Feeevae?r &
; i aaMame W alue = -
-5 Register_Moritor Gt Frequest Wik List) 3 L]
Get_Response_‘with_List(

I
Get_Request_MNormall OBIS 0000010000FF |
Get_Response_Mamall)

I

Connected ko 12000017 a4

Slika 1: Izgled prozora pMeter
uMeter Glavni meni sadrzi sledece menije za izbor funkcija:
1. Association,
2. Tools,
3. Settings,
4. Meter,
5. Help.

Aszocigkion  Tools  Setkings Meter  Help

-

Slika 2 : Glavni meni
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1. Meni Association koristimo za rukovanje fajlovima. Odabirom menija
Associationdobijamo podmenije:

e Read Association,
e Load Association,
e Save Association,

Takoder sadrzi MDU (najcesce koriStene fajlove).

Association | Tools  Settings  Meter  Help
[ | Read Association

g Load Associakion

B Save Assaciation

C:\Documents and SettingsinbrkiciDeskioplass IDIS to Ami.kxk
C\Program Files\Mikroelekbronika Banja LukalpMetertass IDIS to Ami.kxt

i — = — T

Slika 3: Meni Association

2. Odabirom menija Tools dobijamo podmenije:
e View PDU,
e Vector Diagram,

e Signal Control,

Association | Tools [ Settings  Meter  Help
Wiew PDU

BN ‘ector Diagram

Signal Contral

Slika 4 : Meni Tools

3. Meni Settings koristimo za podeSavanje parametara konekcije i odabir jedinica. Odabirom
menija Settings dobijamo podmenije:

e Connection parameters,

fssociation  Tools | Settings | Meter  Help

- o= »

[ MELIDMO71200 —

e Unit preferences.

Connection parameters L

Unit preferences

Slika 5: Meni Settings
Connection parameteres sadrzi Basic, Advanced, Modems i Security tabove.

Basic tab sluzi za podeSavanje osnovnih parametara brojila elektricne energije (podeSavamo
na koji port ra¢unara smo prikljucili opticku sondu ( podesavamo na koji port raCunara smo
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prikljucili opti¢ku sondu, brzinu komunikacije izmedu brojila elektri¢ne energije i racunara i
serijski broj brojila).

Basic |Advanced | Modems || Security|

Corrunication Fort

COmM Baud

COr1 ~ 9500 -
Serial Number : 10610016

I Ok I [ Cancel ]

Slika 6: Izgled Basic taba

Ostale parametre podeSavamo u tabu Advanced.

Settings =S
Basic | Advanced | Modems || Securit_l,ll

HDLC

MODE_E Opening : |l

Fesponse Timeout : 3000
Inter Frame Timeout :
Inactivity Tirneout - 15000
Resend
Server Address Size: 4 -~

Logical device address:

[ Ok

[ Cancel ]

Slika 7: Izgled Advanced taba
Modems tab sluZi da bi smo podesili koji tip modema Koristi brojilo (PLC,GPRS,..).
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FEX

Settings

Advanced
todems Settings

Modemns | Securit}l|

Modem Type :

[ Ok ] [ Cancel

Slika 8: Izgled Modems taba

U Security tab-u podeSavamo adresu klijenta, kao i parametre koji definiSu na koji nacin taj
klijent moze da pristupi brojilu elektricne energije.

MS Settings - X

Basic Advanced Modems Security

Security
Cliert Address : D1(Management Cliert 1) -
Application context name: LN No Ciphering -
Encryption
COSEM authentication mechanism: | Low level security ~
Password : 12345678 Visible

Broadcast Encription Key
[oF Jo |[oo ][oc ][0 ][0 |[os |[us o7 {[os |[os |[o4 |[o3 [[oz ][or ]foo |
Unicast Encription Key
[00 Jot o2 |[oa ][oe |fos |[os |[o7 |[os |[os |[oa o |[oc |[ao ]foe |for |
Dedicate Encription Key
[FF e e J[re J[ee ](eF J[eF JleF |7 e J[Fe J[Fe J[Fe J[Fe ][Fe ]le |
Authertication Key
[00 [[o1 b2 03 |[o4 |05 |06 ][7] D8 | s [ 08 [oc |[on |[o€ |[oF |

System Title

Serial number
Manufacturer D [MEL | 00000000 |

Cancel

Slika 9: Izgled Security taba

Unit preferences nudi opcije prikaza za jedinice. Korisnik moZe da podesi prefiks i decimali
zapis za odabranu jedinicu.
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Unit preferences

Uit prefix Decirnal places
watt l::.iln: v | |2 = |
valt-ampere ,m lﬁ'
war ,ﬁ‘ m

walt-ampere-hour

war-hour |ki|0 hd | |3 £ |
ampere |none R | |2 - |
walt |kilo v | 6 &l
hertz |none w | [z =
4 2 >

powveer factor

D ate time dizplay preferences

Label format: | dds M Ao HH:mm: 22 - |

‘wihat the notation mean:
dd = day, Mbd = month, ppey = pear,
HH = hours, mm = minutes, sz = seconds

[ k. ] [ Cancel ]

Slika 10: Unit prefereces
4. Odabirom menija Meter dobijamo podmenije:
e Connect (omogucava da se uspostavi komunikacija sa brojilom),
e Disconnect (omogucava da se prekine komunikacija sa brojilom),
e Read Out (omogucava da ofitamo osnovne parametre brojila),

e Reset alarm switch (omogucava resetovanje alarmnih prekidaca).

Associakion Tools Sekkings Meter Help

- ﬁg A¥ | cConnect ;J_
‘g Disconneck
21| Read Out E

— Spe_.c:_iaI_DayS_Table S| Reset alarm switch
I Achivity_Calendar

2 mosiees i I

Slika 11: Meni Meter

5. U meniju Help se nalaze informacije o programu i pomo¢.

3. Klase

pHMeter pruZza moguénost pristupa mnogobrojnim klasama koji se pojavljuju u DLMS
brojilima.

3.15at

Da bismo otvorili interfejs Clock klase treba da o¢itamo asocijaciju, rasirimo Clock folder u
stablu za pregled i odaberemo objekat 0.0.1.0.0.255 (Clock). Svi atributi ove klase su
definisani DLMS standardom. Da bismo upisali sistemsko vrijeme rac¢unara ¢ekiramo kuéicu
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ispred Write system Time,a zatim kliknemo na Write. Ako je upisivanje uspjesno
dijagnostika ¢e prikazati Succes.

© pMeter

Association  Tools  Settings  Meter  Help
- | Basic |advanced|
B 5 MELMET4101040E 34

&[5 Clack - =
T3] 01001.0.0. 255 [Clock) Clock

[ Script_Table

[ Special_Daps_Table
[ Activity_Calendar
[ Register_Activation

[ Single_action_S chedule

-5 Profile_Generic

-5 IEC_HDLE Setup

-5 Disconnect_Cantrol 17/07/2013 03 2417 |[¥] wite system Time Success

- Association M
Data

- Image_Transfer

-5 Register Diference form system time (days/hours/minutes/seconds) l:l

-5 Demand Register

-5 Extended_reqister

-5 Register_Monitor

Trace window [=] X ~

5 et Request_Normall 0BIS 000001 0000FF )
Set_Response_Marmal()

. | [0y

Connected ko 10260026

Slika 12: Prikaz upisivanja vremena

3.2Profili

U klasi Profile Generic je omoguéen pregled profila brojila.Da bismo otvorili interfejs Profile
Generic klase treba da o¢itamo asocijaciju, rasirimo Profile Generic folder u stablu za pregled
i odaberemo Zeljeni objekat. Posto profili mogu biti vrlo veliki njihovo ocitavanje moze da
potraje. Stoga postoji moguénost odabira da li ¢emo Ccitati profil sa sve ponudene opcije ili
samo za neke ( za odredeni vremenski period, samo odredene redove...)

3.2.1 Profil naplate

Profil naplate obi¢no sadrzi podatke o registrima naplate i1 aktivira se tako Sto izaberemo
objekat Data of biling period.

3.2.2 Profil opterecenje

Profil opterec¢enja obicno sadrzi podatke o registrima maksimalnih opterecenja i aktivira se
tako Sto izaberemo objekat Load profile.

3.2 Dnevnik dogadaja
Dnevnik dogadaja je profil u kome se ¢uvaju informacije o svim relevantnim dogadajima u
brojilu i aktivira se tako Sto izaberemo objekat Event log.
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= [ MELMET4101040E34

E| {5 Register_activation
E! 5 Single_action_5 cheduls

H Basic | Advanced | Specific methods

uMeter Korisnicko

Eiuiffier

B Clock ] )

i Fiead . Profile Generic 5 Expart
&£ Serpl_Table | ave E” sport E
E!B Special_Days Table

-5 Activiy_Calendar Lagical Mame 0.0.21.0.1.255 [General display readaut]

----- oo D 21. D ? 255 [Additional readaut proflles Grid list ]
----- U5y 0.0.24.5.0.255 [M_bus control log)

----- 57 1.0.98.1.0.255 [D ata of biling period)

----- (& 1.0.99.1.0.255 [Load profile]

----- () 1.0.99.1.1.255 (D aily profile)

----- T 1.0.99.1.2.255 [Hourly profile]

----- T 1.0.99.1.32.255 [oltage profile phl)

----- T 1.0.99.1.52.255 [oltage profile ph2)

----- (5 1.0.99.1.72.255 [Valtage profile pha)

----- T 1.0.99.13.0.255 [Voltage unbalance profile]
----- (5 1.0.93.98.0.255 [Event log)

----- 5 1.0.99.98.1.255 [Fraud detection log)
i[5 IEC_HDLC Setup

15 Disconnect_Control

=] B AssociationLN

i[5 Data

1[5 Image_Transfer

15 Register

i Demand Fegister
]--B Extended_register
15 Pegister_Maoritor

eI = == = == =

Last_Data Block

Get_Fequest_Naormall OBIS 01006301 01FF |

Get Hesponse Nolmal[]
Blmera =l CIDIC 04 OOC201 OACC 1

Conngcked to 10260026

Slika 13: Prikaz izbora profila za ocitavanje

3.3Tarifna tabela
U klasi Activity Calendar je omoguéen pregled tarifne tabele po kojoj se vrsi obracun za
utroSenu elektri¢nu energiju. Da bismo otvorili interfejs Activity Calendar klase treba da
ocitamo asocijaciju,rasirimo Activity calendar folder u stablu za pregled i odaberemo objekat
0.0.13.0.0.255(Activity calender).Activity _Calendar klasa sadrzi Calendar name-Active i
Calendar name-Passive tabove.

Calendar name-Active tab prikazuje tabelu koja je trenutno aktivna. U ovu tab-u nije moguce
unositi nove vrijednosti.Da bismo ocitali vrijednost atributa ovog taba kliknemo na Read.
Ako je ocitavanjeuspjesno, dijagnostika ¢e prikazati Read success.

Calendar name-Passive tab prikazuje tabelu koja nije aktivna ali koju moZzemo podesiti da
nam u odredenom vremenskom periodu postane aktivna. U ovom tab-u je moguce unositi
nove vrijednosti.Da bismo oditali (upisali) vrijednost atributa ovog taba kliknemo na Read
(Write).Ako je ocitavanje (upisivanje) uspjesno dijagnostika ¢e prikazati Read success
(Success). Nije moguce popuniti tarifnu tabelu prije no $to se procita postojeca.

Ukoliko Zelimo da u Season profile table, Week profile table i Day profile table unesemo

nove vrijednosti kliknemo na (dodavanje na kraju tabele) ili kliknemo naE
(dodavanje na neko mjesto unutar tabele), a zatim unesemo Zeljenu vrijednost.UkolikoZelimo
da izbriSemo neke vrijednosti to ¢emo uraditi tako §to prvo oznacimo S$ta zelimo izbrisati, a

zatim kliknemo na@ .Po tabeli se kre¢emo klikom na@ ili naE.U Day
profile table Day _id se dodaju tako Sto kliknemo na ( sa desne strane), abriSu tako
Sto kliknemo na @ (sa desne strane).
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Association  Tools  Setkings  Meter  Help
- @ B 21| Calendar name - Active | Calendar name - Passive
= [ MELMET4101040E34
-5 Clack - - > .
Read i ! Calendar name - Passive [¢ | FReadsueesss
B oo Table
E-£5 Special_Days_Table
Logical hame 0.0.13.0.0.255 [Actkvity calendar]
Seasan profile - Passive Read success O Intenal (O Extemal |
®- Single_Action_Sche
5 Profile_Generic @ Mame Start ‘r'ear onth Day Dray of week ‘wieek name I
B IEC_HDLC Setup 00:00:00 Mot specif... ¥ | January 01 | Mot specified (% |1 |£|
E-£5 Disconnect_Control =
- Association M @
®- Data
E-5 Image_Transfer
{5 Register L
5 Demand Register
E-£5 Extended_register
- Register_Monitor E
“week profile table - Passive Fiead success
Week .
@ e Man Tue wied Thu Fii Sat Sun
— Dayid 1 v|Dayid1 viDayid1 wlDayid1 ~lDayid1 lpayid1 wloapid1 v ]|
Trace window E X
Get_Response_Momall] A
Get_Reguest_Mormal| OEIS 00000DOO00FF | =
Get_R Mommal
L R e N v
Connected to 10260026

Slika 14. Izgled prozora za popunavanje tarifne tabele

3.4Tabela sa specijanim danima
U klasi Special Days Table je omogucen pregled tabele u kojoj su navedeni specijalni dani
(prazni¢nidani) za koje se vrsi obracun elektriCne energije po tarifnoj tabeli. Da bismo
otvorili interfejs Special Days Table klase treba da ocitamo asocijaciju,rasirimo
Special_Days_Table folder u stablu za pregled i odaberemo objekat 0.0.11.0.0.255(Special
days table).

Da bismo ocitali (upisali) vrijednost atributa kliknemo na Read (Write). Ako je
ocitavanje(upisivanje) uspjesno dijagnostika ¢e prikazati Read success (Write success).
Specijalni dani u tabeli se dodaju tako Sto kliknemo na @ (dodavanje na krajutabele) ili

kliknemo na E (dodavanje na neko mjesto unutar tabele)a zatim unesemozeljenu
vrijednost.Ukoliko Zelimo da izbriSeme neke vrijednosti u tabeli to ¢emouraditi tako $to prvo

ozna¢imo $ta zelimo izbrisati,a zatim kliknemo na @ . Po tabeli se kre¢emo klikom na

E iIinaE].
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Association  Tools  Settings  Meter  Help

-l | Avibutes
= B MELMET4101040E 34
- Clock [Fead [ [wite ] Special Days Table

M- Script_Table
EIB Special_Days_Table
B3] 0.0.11.0.0.2 ecia
15 Activity_Calendar

1 FRegister_Activation

15 Single_Action_Schedule
i Profile_Generic

1[5 IEC_HDLC_Setup 2. Entries wiite Success
1[5 Disconnect_Control

1. Logical name 0.0.17.0.0.255 [Special days table)

1 AssociationlN

1[5 Demand Fegister
1[5 Extended_register
1[5 Register_Moritor

e I O e 0 O O B o O e O B g O B O

oy e ke

H-[ 7 Data Index ear Manth Day Day_of_week Day_id
H-[ Image_Transfer 1 Mot specified [.. ¥ [ January A || Mot zpecified ~1 o
1 Fegister

Trace window [= X =

Get_Response_Mormall]
Get_Request_Mormal] OBIS 00000D0000FF |

Get_Response_Mormall]
Cab Demmiimab hlaree=Il DS AOOONDAOONCE 1

& 1] ] >

Connected to 10260026

Slika 15. Izgled prozora za popunjavanje tabele sa specijalnim danama

3.5Regqistri

351 Registri naplate po tarifama
Registri naplate su registri koji mjere potroSnju energije, trenutnu i maksimalnu snagu u
brojilu. Izbor odgovarajuc¢eg registra vrSi se tako Sto se odaberu elementi (tip snage ili
energija- aktivana ili reaktivna, pozitivna ili negativna, prema kvadrantu), zatim ono Sto se
mjeri (energija ili neka od snaga) i tarifa po kojoj se mjeri.

3.5.2 Registri kvaliteta mreze

Registri kvaliteta mreze su registri koji za svaku fazu posebno mjere trenutne vrijednosti
struje, napona,faktora snage, frekvenciju i prve harmonike struje i napona.

Registri naplate po tarifama i registri kvaliteta mreze su smjeSteni u klasama Register,
Extended register i Demand Register.

U klasi Register mozemo da oc¢itamo samo vijednosti registara. Da bismo otvorili interfejs
Register klase treba da ocitamo asocijaciju, rasirimo Register folder u stablu za pregled i
odaberemo zeljeni objekat..Da bismo ocitali (upisali) vrijednost atributa kliknemo na Read
(Write). Ako je ocitavanje(upisivanje) uspjesno dijagnostika ¢e prikazati Read success (Write
success).

U klasi Extended register mozemo da ocitamo vrijednost registra, vrijeme i datum kada je
vrijednost snimljena kao i status registra. Da bismo otvorili interfejs Extended register klase
treba da ocitamo asocijaciju, rasirimo Extended register folder u stablu za pregled i
odaberemo zeljeni objekat..Da bismo ocitali (upisali) vrijednost atributa kliknemo na Read
(Write). Ako je oCitavanje(upisivanje) uspjesno dijagnostika ¢e prikazati Success.
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U klasi Demand Register mozemo da ocitamo srednju vrijednost registra, poslednju
snimljenu srednju vrijednost, datum i vrijeme kada je ta vrijednost snimljena, vrijeme pocetka
snimanja srednje vrijednosti, status registra.Da bismo otvorili interfejs Demand Register
klase treba da ocitamo asocijaciju, raSirimo Demand Register folder u stablu za pregled i
odaberemo zeljeni objekat..Da bismo ocitali (upisali) vrijednost atributa kliknemo na Read
(Write). Ako je oCitavanje(upisivanje) uspjesno dijagnostika ¢e prikazati Success.

Association  Tools  Settings Meter Help
-—
=5 Register A

D 1.0.0.6.4.255 [Reference vnllage for power quahl_-, Register

10.1.7.0.255 [Surm Liselive power= (011 e Logical name 1.01.6 3256 (Sum Li Active powers (Q1+Q1Y]; Time integral 1: Rate 3 [0 is to

= 1.0.1.8.1.255 [Sum Li Active power+ (Q1+01W): Tir
Walue 0.000| Kwh Fead success!

»] 1.0.1.8.2.255 [Eium Li sctive power+ [Q1+01V): Tlr

=] 1.0.1.8.4.255 [Sum Li Active power+ [QI+QIV] Tir
1.0.1.37.0.255 [Sum Li Active power+ (Q1+Q1); O
= 1.0.2.8.1.255 [Sum Li Active power- [Q11+0111): Tin
=] 1.0.2.8.2.255 [Sum Li&ctive power- [QIH+Q1): Tin
) 1.0.2.8.3.255 [Sum LiActive power- [QI+EN; Tin
=) 1.0.2.8.4.255 [Sum Li Active power- [QI+011): Tin =
v 1.0.3.8.1.2585 [Sum Li Reactive power+ [Q1+011]; 1
%) 1.0.3.8.2.255 [Sum Li Reactive power+ [Q1+011): 1
=) 1.0.2.8.3.255 (Sum Li Reactive power+ [Q1+011): 1
) 1.0.2.8.4.255 [Sum Li Reactive power+ [Q1+0Q11): 1
= 1.0.4.8.1.255 [Sum Li Reactive power- [G11+01¥):
=] 1.0.4.8.2.255 [Sum Li Reactive power- [LI+Q1Y):—
%) 1.0.4.8.3.255 [Sum Li Reactive power- [QI+GI1);
% 1.0.4.8.4.255 [Sum Li Reactive power- [QI+Q1Y);
=) 1.0123201
~{=y 1.0123302
=) 1.0.1233.03
v 10123204
=) 10123305
=) 1.0.1232.0E
=) 10123307
(=) 1.0.15.8.1.255 [Sum LI Active power [abs[QI+Q1Y
=1 1.0.15.8.2.255 [Surm LI Active power [abs(@1+Q1Y )
£l 1 | E])

Connected to 10260026

Trace window EXV

Get_Response_Mormall]
Get_Request_Marmal] DBIS 0100010303FF )
Get_Response_Mormal(]

3 [_| bl

Slika 16. Izgled prozora Register klase
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Slika 17. lzgled prozora Extended register klase
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3.6Podesavanje prekidaca optereenja

Podesavanje prekidaca optere¢enje se vrSi u klasi DisconnectControl.Da bismo otvorili
interfejs Disconnect_Control klase treba da oCitamo asocijaciju,raSirimo Disconnect_Control

folder u stablu za pregled i odaberemo Zeljeni objekat .

Da bismo ocitali (upisali) vrijednost atributa kliknemo na Read (Write). Ako je

Slika 18. Izgled prozora Demand Register

ocitavanje(upisivanje) uspjesno dijagnostika ¢e prikazati Read success (Write success).

Nakon ocitavanja se pojavljuje forma koja prikazuje trenutno stanje prekidaca. Kada u
Control state izaberemo Connected i kliknemo na Write prekidac¢ se ukljucuje, a kad

izaberemo Dissconected i kliknemo na Write prekidac se iskljucuje.



Mikroelektronika A.D
uputstvo

Association  Tools

-

Settings

Meter  Help

= [ MELMET4101040E 34
-5 Clock
&[5 Script_Table
&[5 Special_Daps_Table
B[ Activity_Calendar
B[ Register_Activation
&L Single_Action_Scheduls
- Profile_Generic
- IEC_HDLC Setup

E!E} Dizconnect_Control

E

-5 Data
E- Image_Transfer
E-L Register

®-5 Demand Register
B Extended_register
E-{ Register_Maritar

< |

| 255 [M-Bus

lHead

L__l] [ ite

_"] Disconnect control

Logical Mame

Output state

Contral state

Contral mode: | B

0.0.24.4.0.255 [M-Buz Dizconnect control; #1]

Dizconnect control CLOSED Success
| Disconneched w | Success
- | Success

e —

uMeter Korisnicko

Dizconnect

——

Corinect

Dizconnection: Remate (b, . manual (-], local [g)

Reconnection: Remate [d]. manual (2], local (h)

[ Remoate R econnect ]

Trace window

Remate Discotinect

BHX -

[] with local confirma

Get_Responze_Mormall)
Get_Request_Momall OBIS 00001 280400FF |
% | Get_Responze_Mormal)

AN

Connected to 10260026

Slika 19. Izgled prozora Disconnect Control

3.70Dbjekat greske

Objekat greSke se dobija u Data klasi izborom registara Status of security switch. Kada nam

se otvori prozor ocitamo veijednost atributa tako $to kliknemo na opciju Read.

Da bismo otvorili interfejs Data klase treba da o¢itamo asocijaciju,rasirimo Data folderu

stablu za pregled i odaberemo Zzeljeni objekat

3.7.1

Reset bezbjednosnog registra
Reset bezbjednosnog regista se vrsi u klasi Data izborom registra Status of security switch.
Kada nam se otvori prozor o€itamo vrijednost atributa tako Sto kliknemo na opciju Read.

Kada nam se ocitaju vrijednosti atributa u Value Bit 0 od¢ekiramo i kliknemo na Write.
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Slika 20. Izgled prozora Status of security switch Data klase
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